NetEqualizer Bits to Bytes Cheat Sheet








1) To use this conversion table, double-click anywhere on the spreadsheet (to open it).

2) Click on the GREEN box next to “Enter your pipe size here.”

3) Enter a number representing your trunk size in megabits/sec.

4) Enter the number from the YELLOW box into your NetEQ GUI.  This is your pipe size in bytes/sec.
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T1 for referenceT1

192000 bytes/sec B/s

1536000 bits/sec b/s

0.192 megabytes/sec MB/s

1.536 megabits/sec Mb/s

EXAMPLE for a 20 Mb/s pipe20 Mbs Formulas

NetEq GUI Trunk_Up or Trunk_Down 2500000=20/8*1,000,000 bytes/sec B/s

20000000=20*1,000,000 bits/sec b/s

2.5=20/8 megabytes/sec MB/s

Pipe Size 20 megabits/sec Mb/s

Converting your pipe size to bytes/sec

 

NetEq GUI Trunk_Up or Trunk_Down 0 bytes/sec B/s

0 bits/sec b/s

0 megabytes/sec MB/s

Enter your pipe size here 0 megabits/sec Mb/s
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		Converting megabits/sec into bytes/sec for the NetEqualizer Trunk_Up and Trunk_Down



		T1 for reference		T1

				192000				bytes/sec		B/s

				1536000				bits/sec		b/s

				0.192				megabytes/sec		MB/s

				1.536				megabits/sec		Mb/s



		EXAMPLE for a 20 Mb/s pipe		20 Mbs		Formulas

		NetEq GUI Trunk_Up or Trunk_Down		2500000		=20/8*1,000,000		bytes/sec		B/s

				20000000		=20*1,000,000		bits/sec		b/s

				2.5		=20/8		megabytes/sec		MB/s

		Pipe Size		20				megabits/sec		Mb/s



		Converting your pipe size to bytes/sec		 

		NetEq GUI Trunk_Up or Trunk_Down		0				bytes/sec		B/s

				0				bits/sec		b/s

				0				megabytes/sec		MB/s

		Enter your pipe size here		0				megabits/sec		Mb/s








